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UFO LED industriarmatur med hög prestanda för industrilokaler, idrottsanläggningar m.m.  

Utmärkt för nyinstallation samt för att ersätta befintliga metallhalogen-, kvicksilver- och 

högtrycksnatriumarmaturer. LED-modulen är monterad på en kylare av aluminium med 

vertikala flänsar för effektiv kylning. 5 års garanti. Livslängd 50 000 timmar. 

Miljövarudeklaration och återvinningsplan kan redovisas.

Namn: UFO  

Artnr: 10-4001 10-4002 10-4003 10-4004 10-4005 10-4006

WATT 100 100 100 150 150 150

LUMEN 11 584 lm 12 020 lm 12 942 lm 17 774 lm 18 174 lm 18 510 lm

LUMEN/WATT 116 lm/W 120 lm/W 129 lm/W 118 lm/W 121 lm/W 123 lm/W

CCT 5000K 5000K 5000K 5000K 5000K 5000K

CRI >80% >80% >80% >80% >80% >80%

MATERIAL Alu Alu Alu Alu Alu Alu

LJUSSPRIDNING 60 ° 90 ° 120 ° 60 ° 90 ° 120 °

STYRNING DALI DALI DALI DALI DALI DALI

SPÄNNING 100–277V 100–277V 100–277V 100–277V 100–277V 100–277V

FREKVENS 50–60Hz 50–60Hz 50–60Hz 50–60Hz 50–60Hz 50–60Hz

MÅTT Ø260 x H159,5 mm Ø260 x H159,5 mm Ø260 x H159,5 mm Ø260 x H159,5 mm Ø260 x H159,5 mm Ø260 x H159,5 mm

VIKT 3,8 kg 3,8 kg 3,8 kg 3,8 kg 3,8 kg 3,8 kg

PFI >95 >95 >99 >97 >97 >98

IP KLASSNING IP65 IP65 IP65 IP65 IP65 IP65

ANSLUTNING Kabel Kabel Kabel Kabel Kabel Kabel

DRIFTTEMP -30 – +50 -30 – +50 -30 – +50 -30 – +50 -30 – +50        -30 – +50        

CERTIFIKAT A,B,C,D,E,F,G,H,I,K A,B,C,D,E,F,G,H,I,K A,B,C,D,E,F,G,H,I,K A,B,C,D,E,F,G,H,J,K A,B,C,D,E,F,G,H,J,K A,B,C,D,E,F,G,H,J,K

UGR <21 <25 <22 <23 <27 <23

LIVSLÄNGD L70B50 L70B50 L70B50 L70B50 L70B50 L70B50

SLAGTÅLIGHET IK10 IK10 IK10 IK10 IK10 IK10
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HL-100W-50°

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:220.3V I:0.4760A P:100.5W PF:0.9580  Lamp Flux:11583.8x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 115.26 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX



11583.8

1

15214

100.0

11584

DIRECT

0.4

99.6

0.71

0.73

0.2,47.3

0.1,52.3

0.50

0.70

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.287
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000m [K=1.0000]Operators:yu
Test Date:2016-10-10 Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HL-150W-50°

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:220.2V I:0.7130A P:153.0W PF:0.9740  Lamp Flux:17773.8x1 lm
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UNIT:cd
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UNIT:cd
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UNIT:cd
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AVERAGE BEAM ANGLE(50%):43.3 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 116.17 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX



17773.8

1

23061

100.0

17774

DIRECT

0.4

99.6

0.71

0.73

0.2,48.9

0.1,50.7

0.50

0.70

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.287
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000m [K=1.0000]Operators:yu
Test Date:2016-10-10 Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HL-100W-80°

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:220.3V I:0.4810A P:101.5W PF:0.9580  Lamp Flux:12019.7x1 lm
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UNIT:cd
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UNIT:cd
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UNIT:cd

C90/270,77.4deg
AVERAGE BEAM ANGLE(50%):77.6 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 118.42 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX



12019.7

1

8138

100.0

12020

DIRECT

0.5

99.5

0.98

1.02

0.3,47.6

0.2,51.9

1.00

1.15

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.287
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000m [K=1.0000]Operators:yu
Test Date:2016-10-10 Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HL-150W-80°

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:220.4V I:0.7130A P:153.0W PF:0.9740  Lamp Flux:18173.5x1 lm
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UNIT:cd

C0/180,79.2deg

UNIT:cd
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UNIT:cd
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UNIT:cd

C90/270,79.3deg
AVERAGE BEAM ANGLE(50%):79.2 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 118.78 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX



18173.5

1

11881

100.0

18174

DIRECT

0.4

99.6

1.02

1.00

0.3,49.8

0.2,49.8

1.00

1.15

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.287
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000m [K=1.0000]Operators:yu
Test Date:2016-10-08 Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 100W-16ALG-120°

MFR.: 

TYPE:LED

SUR.:530*530mm

Test:U:220.6V I:0.4680A P:102.5W PF:0.9910  Lamp Flux:12941.6x1 lm
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UNIT:cd
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DATA OF LAMP PHOTOMETRIC DATA Eff: 126.26 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

ηηηη

ηηηη

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

ηηηη

ηηηη

100W-16ALG-120°

100

220.6

12941.6

1

220.6

5014

100.0

12942

DIRECT

2.5

97.5

1.36

1.34

1.2,47.4

1.3,50.1

1.25

1.35

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 30.0DEGC Interval: 30.0DEGC Interval: 30.0DEGC Interval: 30.0DEG

  Range:  0 - 180DEG  Range:  0 - 180DEG  Range:  0 - 180DEG  Range:  0 - 180DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.267Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.267Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.267Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.267
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.000m [K=0.7063]Test Distance:8.000m [K=0.7063]Test Distance:8.000m [K=0.7063]Test Distance:8.000m [K=0.7063]Operators:DAMINOperators:DAMINOperators:DAMINOperators:DAMIN
Test Date:2017-06-12Test Date:2017-06-12Test Date:2017-06-12Test Date:2017-06-12 Remarks:Remarks:Remarks:Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 150W-16ALG-120°

MFR.: 

TYPE:LED

SUR.:530*530mm

Test:U:220.5V I:0.6960A P:151.7W PF:0.9870  Lamp Flux:18510.3x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 122.02 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

ηηηη

ηηηη

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

ηηηη

ηηηη

150W-16ALG-120°

150

220.6

18510.3

1

220.6

7400

100.0

18510

DIRECT

2.7

97.3

1.29

1.34

1.3,47.7

1.4,49.6

1.25

1.35

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 30.0DEGC Interval: 30.0DEGC Interval: 30.0DEGC Interval: 30.0DEG

  Range:  0 - 180DEG  Range:  0 - 180DEG  Range:  0 - 180DEG  Range:  0 - 180DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.267Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.267Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.267Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.267
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.000m [K=0.7188]Test Distance:8.000m [K=0.7188]Test Distance:8.000m [K=0.7188]Test Distance:8.000m [K=0.7188]Operators:DAMINOperators:DAMINOperators:DAMINOperators:DAMIN
Test Date:2017-06-12Test Date:2017-06-12Test Date:2017-06-12Test Date:2017-06-12 Remarks:Remarks:Remarks:Remarks:

Ljuskurva 10-4001

Ljuskurva 10-4004
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Ljuskurva 10-4003

Ljuskurva 10-4006
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